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THE VMC GROUP
BLOOMINGDALE, NJ, USA

OTHER MATERIALS, COMPOUNDS, OR FINISHES WITH EQUAL OR SUPERIOR
PROPERTIES MAY BE SUBSTITUTED AS THEY BECOME AVAILABLE.

PROPRIETARY: EXCEPT AS OTHERWISE AGREED IN WRITING, THE INFORMATION AND DESIGN DISCLOSED HEREIN ARE THE PROPERTY OF THE VMC GROUP AND MUST NOT BE COPIED OR DISTRIBUTED OUTSIDE THE VMC GROUP EXCEPT TO AUTHORIZED PERSONS WITH A GENUINE NEED TO KNOW
WHO BY THE USE HEREOF ACKNOWLEDGE THE VMC GROUP'S OWNERSHIP AND AGREE TO MAINTAIN THIS INFORMATION AND DESIGN IN STRICT CONFIDENCE.

MODEL SAB1 7255 LBS. SEISMIC BRACKET
RESTRAINT FOR UNISTRUT

NOTES:

1) MATERIAL: COLD ROLLED STEEL

2) ALL DIMENSIONS IN ( ) ARE FOR REFERENCE ONLY.

MAX. TENSION
ALLOWABLE

7255 LBS.
ALL RATING AT 45º FOR STEEL ATTACHMENT (LRFD)

3) ALLOWABLE ANCHORAGE TO CONCRETE TO BE CALCULATED ON A JOB BASIS.
4) STRUT LENGTH LIMITATION DUE TO BUCKING.
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